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ADVANTAGES

Transport handle built into frame for
ease of filter service.

Molded plastic frame, no jagged
edges, no pocket damage, no air
bypass.

Contact factory for metal frame
options.

Guaranteed to 10" w.g. without filter
failure.

Available in MERV 11, 13, 14 and
MERV 15, all models are also MERV-A.
12", 15", 22" and 30" pocket depths.

Rated 5-Star product when
evaluated per Energy Cost Index
(ECI) for superior performance,
energy and sustainability when
considered against other industry
products of similar construction

Lowest average pressure drop to
ensure the lowest energy cost in the
industry.

May be used without a prefilter to
further reduce energy costs.

Longest lasting pocket style filter
available in the industry, less
changes and less landfill waste.

Proprietary high loft air laid media,
exclusive to Camfil, depth optimized
for the highest dust holding
capacity.

Tapered pockets offer Controlled
Media Spacing (CMS) for full use of
media area.

Application Can be used with or without a prefilter. Suitable for both built-up 
banks or side access housings.

Frame Plastic;ABS 

Gasket Neoprene

Media Glass fiber

Recommended final
pressure drop 2x Initial pressure drop

Comment Ratings: ECI value of five stars, listed as UL 900 by Underwriters 
Laboratories.


